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Wastewater Quality Verification Results1

In accordance with the approved Sampling Plan for Dispersion of Fully-Treated Water, six water
samples were collected on July 18, 2003 during the initial loading of the vessel.  Each of the tanks
in the vessel were sampled individually and manually composited as listed below to correspond to
the “segregations” of the vessel.  The samples were collected at the following locations:

Location Sample Log No. Sample Name
Acidulation to Basin No. 2 Pipeline 52757-1 AC #1
Pipeline Terminus at Port Manatee 52757-6 Pipeline
Tanks 1-P, 1-C, 1-S, 2-P, and 2-S 52757-2 1 SEG
Tanks 2-C, 3-P, 3-C, and 3-S 52757-3 2 SEG
Row 4 Tanks 52757-4 3 SEG
Row 5 Tanks 52757-5 4 SEG

A copy of the laboratory report is attached for your review.  As shown in this report, none of the
samples contained detectable levels of petroleum hydrocarbons, oil and grease, or volatile organic
compounds.  Three of the samples, nos. 2, 3, and 4, contained detectable levels of detergent
(measured as methylene blue active substances) that were well below the target cleanliness
standards.  The levels of lead in all samples exceeded the target cleanup levels.  However, the source
of the lead is the treated water.  This conclusion is reached because of the consistent levels of
dissolved and total recoverable lead in all six samples and, more importantly, the levels of dissolved
and total recoverable lead in the upstream acidulation station sample.  Please note that the levels of
lead measured, although higher than the target level, are approximately 90 percent lower than the
Agency’s Criteria Maximum Concentration for lead in saltwater environments.  






















